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CAR ROOF
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Frequency
Gain
V.S.W.R
Impedance
Power
Polarization
Connector
Cable
Mounting
Material
Length
Weight

Color

Temperature

01

.

4G LTE NMO Antenna

UMB-TC-212NMO/58

698~-2700MHZ
5dBi

=5

50chm

50W

Vertical

SMA, FME (Optional)
RG-58U 5M

NMO

SUS / Copper/ ABS / TPR
394.5 mm

280 g

Black

-20°C to +60°C

.

4G LTE NMO Antenna

UMB-TC-258NMO

Frequency
Gain
V.IS.W.R
Impedance
Power
Polarization
Mounting
Material
Length
Weight
Color

Temperature

700~-2700MHZ
5dBi

o= [ i

50chm

50W

Vertical

MNO Type
Copper / ABS / TPR
506 mm

110 g

Black

-20°C to +70°C




4G LTE Roof Antenna

UMB-TC-228

Frequency
Gain
V.S.W.R
Impedance
Power
Polarization
Connector
Cable
Mounting
Material
Length
Weight
Color

Temperature

700~-2700MHZ
7dBi

S

50chm

50W

Vertical

FME / F (Optional)
RG58 4.3M (Optional)
Roof Type

Steel / Copper / TPR
666 mm

340 g

Black

-30°C to +80°C

4G LTE Roof Antenna

UMB-TC-224

Frequency
Gain
V.S.W.R
Impedance
Power
Polarization
Connector
Cable
Mounting
Material
Length
Weight
Color

Temperature

700~-2700MHZ
5dBi

=5

50chm

50W

Vertical

FME / F (Optional)
RG58 4.3 M (Optional)
Roof Type

Steel / Copper / TPR
257 mm

230 g

Black

-30°C to +80°C

CAR ROOF

- -
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Frequency
Gain
V.S.WR
Impedance
Polarization
Connector
Cable
Mounting
Material
Leng‘h
Weight

Color

Temperature
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CAR ROOF
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4G LTE Roof Antenna

:E UMB-TC-504L

700~2700MHZ
7dBi

<1.5:1

Sooh

100W

Vertical

FME-F (Optional)
RG58-5M (Optional)
Roof Mount
Fiberglass / SUS
Fi

1.3kgs

Black or White
-30°C to +80°C

Frequency
Eain
V.S.WR
Impedance
Power
Polarization
Connector
Cable
Mounting
Material
Length
Weight
Color

Temperature

I

i
=

-

4G LTE Roof Antenna

el R

700~2700MHZ
7dBi

<1.5:1

el

100W

Vertical

FME/F (Optional)
RG58-5M (Opthional)
2T GG
Fiberglass / SUS
e

kg

Black or White
30°C to +80°C




4G LTE NMO Antenna
UMB-OM86

Frequency
Gain
V.S.W.R
Impedance
Power
Polarization
Connector
Mounting
Material
Length
Weight
Color

Temperature

700~-2700MHZ
3.27dBi

<2:1

50chm

50W

Vertical

NMO

NMO

ABS, COPPER
83.5cm

120g

White / Black
-20°C to +60-C

-~ CAR ROOF
- -

AC-NMOX
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WALL MO&T
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4G LTE Wall Mount Antenna 4G LTE Ceiling Antenna
:
s
‘ Frequency 700~2700MHZ Frequency 698~-960 / 1710~2700MHZ
3 Gain 5.6dBi Gain 1.5dBi / 5dBi
; V.IS.W.R <1.5:1 V.IS.W.R 21kl 2 1ER]

Impedance  50chm Impedance  50chm

Power 50w Power 50w

Polarization  Vertical Polarization  Vertical

Connector SMA / Male (Optional) Connector N / Female

Cable RG58 3M (Optional) Cable RG142

Mounting L Type Mount Material ABS UV

Material ABS Polymer Dimensions & 186 x 85 mm

Dimensions & 205 x 25 mm Weight 280 g

Weight 250 g Color Ivory White

Color Black Length 30 cm

Temperature -20°C to +80°C Light Port DC Ground

Temperature -40°C to +60°C
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| DIRECTIONAL

AG LTE OMNI Directional Antenna AG LTE OMNI Directional Antenna
Frequency 700~2700MHZ Frequency 700~2700MHZ
Gain 5dBi Gain 4dBi
V.S.W.R <2:1 V.S.W.R =2l
Impedance  50chm Impedance  50chm
Power 50w Power 100w
Polarization  Vertical 11 Polarization  Vertical
Connector MN-Female Connector N/F (Optional)
Cable N/A Cable CFD 195 4.8M (Optional)
Mounting L Type Mount Mounting L Type Mount
Material Fiberglass Material ABS Polymer
Length 450 mm Dimensions o 222 x 60 mm
Weight 500 g Weight 1.02 kgs
Light Port DC ground Color Light Gray
Color White Temperature -20°C to +60°C
Temperature -30°C to +80°C

AC-PHOLD-KIT
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4G LTE MONI Antenna 4G LTE OMNI Antenna
i.‘. UMB-TC931-NF
: Frequency 700~2700MHZ Frequency 700~2700MHZ
Gain 9dBi Gain 3dBi
V.IS.W.R =5 - V.IS.W.R =7
Impedance  50chm Impedance  50chm
Power 50w Power 50w
Polarization  Vertical Polarization  Vertical
Connector N-Female Connector N/F
Cable N/A Mounting L bracket (Optional)
Mounting L Type Mount Material ABS, COPPER
Material Fiberglass Dimensions & 83 x 30 mm
Length 837mm Weight 100g
Weight 400g Color Black
Color White Temperature -20°C to +60°C
Temperature -30°C to +60°C
Wind Load 100km/h
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MARINE

'."v’

4G LTE PUCK Antenna 4G LTE MARINE Antenna

Frequency 698-806/824-896/1710-1755/1850- Frequency 700~2700MHZ
1995/2110-2155/2400-2700MHZ Gain 4dBi

Gain 2.5dBi V.SW.R =2l

V.S.W.R F2] Impedance  50chm 4

Impedance  50chm Power 100W

Power 30w Polarization  Vertical

Polarization  Linear (H) or (V) Connector FME / F

Connector SMA, FME (Optional) Cable RG58 5M (Optional)

Cable RG174 3M x 2 Mounting L Type Mount

Mounting Roof Type Material ABS Polymer

Material ABS Polymer Length 585mm

Dimensions & 73 x 25 mm Weight 920g

Weight 180g Color White

Color Black / White Temperature -30°C to +60°C

Temperature -20°C to +60°C

©

AC-94015US
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MAGNET MOU
- .

4G LTE Magnet Mount Antenna 4G LTE Magnet Mount Antenna 4G LTE Magnet Mount Antenna
a
‘ Frequency 700~2700MHZ Frequency 700~2700MHZ Frequency 700~2700MHZ
Gain 5dBi Gain 7dBi Gain 3dBi
V.IS.W.R <1.5:1 V.S.W.R =G V.S.W.R =15z
Impedance  50chm Impedance  50chm Impedance  50chm
Power 50w Power 50w Power 50w
Polarization  Vertical Polarization  Vertical Polarization  Vertical
Connector SMA / Male Connector SMA /S Male Connector SMA /S Male
(Optional) (Ophonal) (Optional)
Cable RG58 3M Cable RG58 3M Cable RG58 4.3M
(Optional) (Optional) (Optional)
Mounting Magnet Type Mounting Magnet Type Mounting Magnet Type
Material Steel Material Steel Material Steel / TPR
Length 238 mm Length 640 mm Length 208.50 mm
Weight 400 g Weight 500 g Weight 440 g
Color Black Color Black Color Black
Temperature -30°C to +80°C Temperature -30°C to +80°C Temperature -30°C to +80°C
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4G LTE MINI Magnet Antenna

UMB-TC129

Frequency
Gain
V.S.W.R
Impedance
Polarization
Connector
Cable
Mounting
Material
Length
Weight
Color

Temperature

698~2690MHZ
3.79dBi

s

50chm

Vertical

SMA-MALE (Optional)
Low Loss RG174 3M

Magnet Type
ABS & TPR

187 mm

90 g

Black

-20°C to +80°C

4G LTE Magnet Mount Antenna

UMB-TC-1301A

Frequency
Gain
V.S.W.R
Impedance
Power
Polarization

Connector

Cable

Mounting
Material
Length
Weight
Color

Temperature

700~2700MHZ
9dBi

= EE ]

500hm

50w

Verhcal
SMA/Male
(Optional)
RG58 3mM
(Optional)
Magnet Type
Steel

605 mm

480 g

Black

-30°C to +80°C

NGNET MOUNT
- -

4G LTE Magnet Mount Antenna

UMB-TC1319N

Frequency 698~2700MHZ
Gain 5dBi
V.S.W.R =B

Impedance  50chm

Polarization  Vertical

Connector FME-Female
(Optional)
Cable RG58 3.6M (Optional)
Mounting Magnet Type
Material SUS / Copper/
Steel / TPR '
Length 364 mm
Weight 440 g
Color Black

Temperature -20°C to +60°C




4G LTE/MIMO Antenna

UMB-GPM26B

Frequency

Gain
V.S.W.R
Impedance
Power
Polarization
Connector
Cable
Mounting
Material
Dimensions
Weight
Color

Temperature

698-806,/824-896/1575.42/1710-
1755/1850-1995/2110-2700MHZ
3dBi

<2:1

50chm

50W

Vertical

SMA, FME (Optional)
RG58 4.5M (Optional)
Roof Mount

ABS Polymer

2106 x 84.5 mm
560g

White / Black

-20°C to +60-C

MIMO Antenna

MBR18 / MBM18

Frequency

Gain
V.S.W.R
Impedance
Polarization
Connector
Cable

Mounting
Material
Dimensions
Weight
Color

Temperature

694-960/1710-2170/1575.42/2400-
2500/4900-6000MHZ

2.5dBi for Cellular, 27dB for GPS
=

500hm

Vertical

SMA, FME (Optional)

RG174 4.5M for GPS, RG58 or
CFD195 4.5M for Other (Optional)
Roof / Magnet type

ABS Polymer

2140 x 87.5 mm

1250g

Black / White / //

-20=C to +60=C




MIMO Antenna

UMB-76

694-960/1710-2170/1575.42/2400-

Frequency

Gain
V.S.W.R
Impedance
Polarization
Connector
Cable

Mounting
Material
Dimensions
Weight
Color

Temperature

2500/4900-6000MHZ

2.5dBi for Cellular, 27dB for GPS

<2:1

50chm

Vertical

SMA, FME (Optional)

RG174 4.5M for GPS, RG58 or CFD195 4.5M

for Other (Optional)
Roof Type

ABS Polymer

2 140 x 82 mm
1300g

Black / White
-20°C to +60°C

4G LTE Panel Antenna

UMB-PAN17SF

Frequency
Gain
V.S.W.R
Impedance
Connector
Cable
Mounting
Material
Dimensions
Weight
Color

Temperature

698~-2690MHZ
7.5dBi

=5

50chm

SMA-FEMALE (Optional)
CFD195 (Optional)
Wall Mount

ABS & Aluzinc

@ 305 x 205 x 53mm
1800g

White Grey

-40°C to +80°C




4G LTE Patch Antenna

UMB-DP135

Frequency 700~2700MHZ
Gain 3dBi

V.IS.W.R <1.5:1
Impedance 500hm
Polarization Linear (V or H)
Connector SMA / M (Optional)
Electrical Wave 1/2A Dipole
Material ABS Polymer
Length 136 mm
Weight 15¢g

Color Black

Temperature -20°C to +65°C

4G LTE Patch Antenna

UMB-TC877

Frequency
Gain
V.S.W.R
Impedance
Power
Polarization
Connector
Cable
Mounting
Material
Dimensions
Weight
Color

Temperature

700~2700MHZ
4dBi

=71

500hm

10w

Linear (V or H)
SMA/M (Optional)
RG174 1M (Optional)
3M Tape

ABS Polymer

@ 103 x 25.5 mm
60 g

Black

-20°C to +60°C




4G LTE Patch Antenna

UMB-TC883(E

Frequency
Gain
V.S.W.R
Impedance
Power
Polarization
Connector
Cable
Mounting
Material
Dimensions
Weight
Color

Temperature

700~2700MHZ
3dBi

=S

50chm

10w

Linear (V or H)
MMCX RA (Optional)
RG174 2.5M (Optional)
3M Tape

ABS Polymer

2 115 %22 mm

50 g

Black

-20°C to +65°C

--'DESKTOP
o - -

4G LTE Antenna

UMB-TC95

Frequency
Gain
V.S.W.R
Impedance
Power
Polarization
Connector
Cable
Mounting
Material
Dimensions
Weight
Color

Temperature

700~2700MHZ
4dBi

=R

500hm

50w

Linear (V or H)
SMA / M (Optional)
RG-174 2.5M (Optional)
Desktop

ABS Polymer

@ 146 x 87.5 mm
130 g

Black or White
-20°C to +65°C

90°




4G LTE YAGI Antenna 4G LTE YAGI Antenna
:
s
:_' Frequency 700~2700MHZ Frequency 700~2700MHZ
Gain 14dBi Gain 14dBi
; V.IS.W.R <1.5:1 V.IS.W.R <1.5:1
Connector FME / F to N/F Connector FME/F to N/F
Polarization  Linear (V or H) Polarization  Linear (V or H)
Mounting U-Bolts Cable CFD195 6M (Optional)
Material Aluminum Mounting U-Bolts
Dimensions & 1005 x 126 mm (Two Layer) Material Aluminum
Weight 1.5 kgs Dimensions & 1005 x 126 mm (Two Layer)
Color Silver Weight 1.8 kgs
Light Port DC Ground Color Black
Temperature -20°C to +65°C Light Port DC Ground

Temperature -20°C to +65°C




ONNECTORS
- -

4G LTE YAGI Antenna

Temperature

UMB-YAGI17/SF

700~-2700MHZ
5dBi

<2:1

50chm

50W

Hornizontal
SMA-F Bulkhead
U-Bolts

Steel

473 mm

2 kgs

White Chrome
DC ground
-20°C to +60°C

FAKRA RA D-Code FAKRA RA C-Code

FAKRA D-Code FAKRA C-Code
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